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DIL Switches Up Down
12 Headset Mic Dynamic Electret
11 Mic Select Gooseneck Headset
10 Main audio output Microphone Microphone + Aux In
9 Aux audio output Main In + AUX if 8 up

Main Out if 8 down
IFB of Main In + AUX In

8 Aux audio See 9 See 9
7 Headset feed Main to L+R Main L, Aux R

Main + AUX to L+ R
6 Headphones See 7 See 7
5 Twinkler Off On (Blue LED Tally)
4 Logic in GPI PTT Blue LED Tally
3 PTT Switch Momentary Latching Red LED Tally
2 Listen - off switch Momentary Latching Yellow LED Tally
1 Functions Standard Special

Controls Front panel Audio level control, Loudspeaker mute switch, PTT switch
Side Panel DIL switches (see table below)

Indications on front panel LS Cut Yellow
Audio Present Blue
Press To Talk (PTT) Red

Controls on board (internal) Panel Mic Gain
Headset Mic Gain
Compression Level
Ext Audio 2 Gain
Dim Level Incoming Audio 1
Dim IFB Level
Sidetone Level (Headset)
Audio Level (Headset)

Power supply (external) 100-240VAC (IEC Connector)
Power Requirement <200mA @ 15VDC

Weight 2kg approx
Rear Panel Connectors RJ45 ruggedised Neutrik XLR type - connects to MIU audio expansion board (Main)

RJ45 ruggedised Neutrik XLR type - connects to MIU radio interface board (AUX)
9 way “D” type connector wired in parallel with AUX RJ45 (gives local alternative 
access to audio in/out and GPI’s 
XLR - 5 headset/mic connector
2 x Minijack connectors wired in parallel with XLR’s


