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Specifications 
IEM Receiver No. Channels 32 fully synthesised

Adjacent image rejection >65dB
Battery life 8 hours
Connector 3.5mm stereo jack
RF Sensivity <1uV for 12dB SINAD
AF Bandwidth 30hZ-15kHz
Antenna >1/4 wave whip antenna (supplied)
Audio Output Power 100mW per channel, 16 ohms
Signal to Noise >70dBA stereo, >80dBA mono
Dimensions 60mm x 25mm x 95mm
Weight 100g

IEM Base Station No. Channels Upto 32 fully synthesised, microprocessor controlled, type 
approval to ETS 300-422

Carrier Frequency 790-865MHz (32MHz BW)
Operating Bandwidth <180kHz (stereo)
RF Output 10dBm via detachable dipole antenna (supplied) with TNC 

connector
Range Typically 100 metres line of sight
Stereo Input Electronically balanced via XLR or unbalanced via Jack
Input level -20dBu to +10dBu adjustable
Power supply 12-18V DC (250mA) (AC adaptor supplied)
Dimensions 210mm x 165mm x 30mm
Weight 100g

Ordering Information 425-10-00 IEM Receiver
425-20-00 IEM Base Station - UK Version
425-20-01 IEM Base Station - EU Version
420-26-02 Acoustic Tube Earpiece
425-30-00 External Folded Dipole Antenna
425-25-00 19 inch x 2RU mounting kit for up to two IEM base stations

Note. IEM is available configured on any standard UHF channel between Channel 60 and Channel 70. 
Supplied by default on Channel 69


