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Mentor XL Master Reference Generator
360-00-01

Specifications 
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TV standards 525 / 625 / HD – all simultaneously
SPG accuracy <±0.5Hz (0.1ppm)
Temperature stability 0.1ppm
Warm up time 10 minutes at 25ºC
Genlock offset adjustment ±4 field in 1nS steps
Genlock phase adjustment 0-360 degrees in 0.1 degree steps
Black burst & test sig adjustment ±4 fields in clock steps
AES sample rate (to AES 3) 32/44.1/48/96 kHz selectable
Tone frequency 25Hz to 20kHz in 25Hz steps
Tone amplitude 0dB to –40dB in 1dB steps
Remote ethernet interface RJ45 DHCP or static IP address
Remote control RS422 / 232 s/w configured
Power 90-260 VAC, 45-63Hz, 75VA
Dimensions 483mm x 44mm x 400mm (WxHxD) (19” 1U Rack)
Weight 4.5kg (approx 5.2kg fully equipped)
Operating temperature 0-50°C
Humidity 95% RH non condensing

Standards
Emmissions EN55103-1 Environment E2
Radiated EN55103-2 Environment E2
Safety EN60950

Ordering Information
360-00-01 Mentor XL base unit
360-09-00 Redundant PSU
360-10-00 Video test patterns s/w
360-11-00 Audio test patterns s/w
360-12-00 Full field video test pattern s/w
360-13-00 HD video test patterns s/w
360-14-00 LTC/VITC timecode s/w
360-15-01 GPS time reference card
360-16-00 HD Tri level sync
360-17-00 HD/SD Expansion Card
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