


Mercury 8 Key Desktop Panel
700-41-01

Specifications

Selectors
Display

Suitable Headset
Microphone
Power
Dimensions

Weight
Operating Temperature
Humidity

Connectors
Matrix Interface
Headset
Mains

Safety Approvals

Ordering Information
700-41-01
700-41-01-GPI-02
700-41-01-GPI-3
700-41-01-PTT

8 programmable dual action lever keys

5 character liquid crystal per key

Dynamic microphone & low impedance earpiece
130mm fixed

30VA (85-264VAC)

200mm x 270mm x 90mm (WxHxD)

7.8"x10.6" x 3.5”

1.5kg, 3.3 Ibs

5-50°C

5-90% RH Non-Condensing

RJ45

XLR 5 socket (rear)

IEC

CSA/UL/EN60950-1-03 By CSA
Class 3862 11
Class 3862 91

Mercury 8 Key Desktop Panel

8 Key Desktop Panel (Aux Connector for Logic I/O)
8 Key Desktop Panel (GPI)

8 Key Desktop Panel (PTT)

International Sales

Trilogy Communications Ltd

26 Focus Way, Andover, Hampshire, SP10 5NY, UK
Tel. +44 (0) 1264 384000

Fax. +44 (0) 1264 334806

Email. sales@trilogycomms.com

USA Sales

Trilogy USA Inc.

2500 E. Hallandale Beach Blvd, Suite 808
Hallandale Beach, FL 33009-4841, USA
Tel/Fax. +1 847 461 1480

Email. sales@trilogyus.com

Copyright Trilogy C

rications Ltd. ifications subject to change. Doc 70041600 Issued 01/2009



