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Description 

Trilogy’s Mercury IP intercom system is supported by a 
range of versatile, high quality panels designed to bring 
the features of Mercury alive. 

With choices including lever key and pushbutton, 19 inch 
rack mount and desktop all manufactured to the same 
demanding specifications as every Trilogy product, users 
can be assured of a robust, reliable and easy to use 
system whichever panel they choose.

Trilogy’s proven 2U panels have been designed to be 
installed where you need them and with a depth of only 
80mm they offer users great flexibility whilst not sacrificing 
the very high quality audio the application demands.

Helping to deliver the high quality audio is the ‘as standard’ 
ability to individually assign listen levels to each of the 
targets through the use of the rotary encoder while allowing 
the panel to stay uncluttered and intuitive to operate.

Choices available include:

•	 4 Wire Workstation
•	 Callstation
•	 Virtual Panel
•	 Desktop panel - 8 lever keys
•	 1U Rackmount - 8 pushbuttons
•	 1U Rackmount - 10 LCD push buttons
•	 2U Rackmount - 16 lever keys
•	 2U Rackmount - 32 lever keys

Key Features

•	 Shift key & Assign key function
•	 Assignable level control
•	 Loudspeaker / microphone CUT button
•	 5 character source / destination names
•	 RJ45 panel connectors
•	 2 in and 2 out GPI plus foot switch (option for Desktop, 

not available on Callstation or Bluebox)

•	 Auxillary audio input/output (except Desktop & Callstation)

•	 Headset connector 5-pin XLR skt on panel
•	 19” Rackmount panels supplied as standard with 

300mm gooseneck mic. Other lengths available to 
special order

32 lever key 2U rackmount panel - 
700-33-00B

8 lever key desktop panel
700-41-01
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Panel Options (8 lever key desktop shown overleaf)

Callstation - 700-42-01

10 LCD keys  - 700-46-00B

16 lever keys - 700-31-00B

8 pushbuttons - 700-45-00B

4 wire workstation - 440-00-00

Virtual Panel - 
Please see seperate product brief

32 lever keys - 700-33-00B
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4 wire  
workstation  
440-00-00

Selectors Single Push Button
Matrix Interface RJ45
Headset Connector XLR 5 socket
Suitable Headset Dynamic mic & low Z earpiece
Power Consumption 15VA
Dimensions (wxhxd) 125 x 115 x 190mm
Net Weight 2kg

8 Lever Key 
Desktop  
700-41-01

Selectors 8 Lever Keys
Display 5 Character LCD
Matrix Interface RJ45
Headset Connector XLR 5 socket
Suitable Headset Dynamic mic & low Z earpiece
Power Consumption 30VA
Dimensions (wxhxd) 200 x 270 x 90mm
Net Weight 1.5kg

Callstation
700-42-01

Selectors 8 Pushbuttons
Display 5 Character LCD
Matrix Interface RJ45
Headset Connector 3.5mm stereo mini jack
Suitable Headset Dynamic mic & low Z earpiece
Power Consumption 15VA
Dimensions (wxhxd) 155 x 175 x 50mm
Net Weight 0.5kg

8 pushbuttons
700-45-00B

Selectors 8 Pushbuttons
Display 5 Char. vacuum flourescent
Matrix Interface RJ45
Headset Connector XLR 5 socket
Suitable Headset Dynamic mic & low Z earpiece
GPI Connector 9 way D type socket
Aux Audio In/Out 15 way D type socket
Footswitch 9 way D type socket
Power Consumption 40VA
Dimensions (wxhxd) 485 x 44.5 x 160mm
Net Weight 1.6kg

10 LCD Keys 
700-31-00B

Selectors 10 Pushbuttons
Display 5 Char. Integrated LCD
Matrix Interface RJ45
Headset Connector XLR 5 socket
Suitable Headset Dynamic mic & low Z earpiece
GPI Connector 9 way D type socket
Aux Audio In/Out 15 way D type socket
Footswitch 9 way D type socket
Power Consumption 40VA
Dimensions (wxhxd) 485 x 44.5 x 160mm
Net Weight 1.6kg

16 lever keys 
700-31-00B

Selectors 16 Lever Keys
Display 5 Character LCD
Matrix Interface RJ45
Headset Connector XLR 5 socket
Suitable Headset Dynamic mic & low Z earpiece
GPI Connector 9 way D type socket
Aux Audio In/Out 15 way D type socket
Footswitch 9 way D type socket
Power Consumption 30VA
Dimensions (wxhxd) 485 x 88.9 x 80mm
Net Weight 1.8kg

32 lever keys 
700-33-00B

Selectors 24 Lever Keys
Display 5 Character LED
Matrix Interface RJ45
Headset Connector XLR 5 socket
Suitable Headset Dynamic mic & low Z earpiece
GPI Connector 9 way D type socket
Aux Audio In/Out 15 way D type socket
Footswitch 9 way D type socket
Power Consumption 30VA
Dimensions (wxhxd) 485 x 88.8 x 80mm
Net Weight 2.0kg

Panel Specifications


