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Description

Mercury is a flexible real-time voice communication 
platform built on core VoIP technology. The system provides 
all the operational features associated with conventional 
digital matrix intercoms with the added benefits of easier, 
low cost networking of multiple systems over standard IP 
network architecture.

The Mercury system provides a modern, decentralised 
intercom for which the MIU serves both as the network 
link and as a routing matrix for up to 32 users. Where a 
digital matrix such as Commander or Orator already exists 
then this may be incorporated in an expanded system. A 
wide range of interface boards is available for the MIU to 
connect control panels, 4-wire circuits, telephones, radios, 
in ear monitors etc.

The MIU may be used as a “host” to which multiple 
hardware or virtual control panels are connected. This can 
then be used as a stand-alone intercom system without any 
further equipment being required. This arrangement is ideal 
for a single studio facility, OB vehicle or SNG truck. As the 
requirement grows, additional panels may be added up to 
a maximum of 32 on a single MIU. Multiple MIU’s can then 
be linked via IP to form larger integrated systems. 

All Mercury products are designed to operate with 
standards-based IT and network technologies - no special 
routers, switches or gateways are required. The system 
is scalable over LAN, WAN and broadband Internet using 
terrestrial or satellite-based IP network connectivity. 

Key Features

•	 Compatible with all Trilogy Intercom systems
•	 Allows multiple sites to be connected simply, reliably 

and cost effectively
•	 Connects multiple digital matrix intercoms over IP
•	 Up to 32 ports on a single MIU
•	 All Mercury products are designed to operate with 

standards-based IT and network technologies - no 
special routers, switches or gateways are required.

A Typical Installation

Each main site is equipped with a fully featured Commander 
or Orator digital matrix intercom and a Mercury IP system 
to transport audio and control data between sites. Smaller 
sites can be equipped with just a MIU to act as both the 
intercom and the IP interconnect device. 

Programming is flexible and allows for example, the Director 
in one location to speak to his opposite number in a remote 
location with a single key press.
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Specifications 

International Sales
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26 Focus Way, Andover, Hampshire, SP10 5NY, UK
Tel. +44 (0) 1264 384000
Fax. +44 (0) 1264 334806
Email. sales@trilogycomms.com

USA Sales
Trilogy USA Inc.
2500 E. Hallandale Beach Blvd, Suite 808
Hallandale Beach, FL 33009-4841, USA
Tel/Fax. +1 847 461 1480
Email. sales@trilogyus.com

Environmental Power Nominal 100-264 VAC. 47-63Hz
125 VA fully equipped
Internal Fuse - 2A (F) 250V
IEC mains connector wirth retainer

Dimensions (WxDxH) 483mm (19”) x 370mm (14.5”) x 88.9mm (3.5”)
Weight 6kg fully loaded (13.5lbs)
Operating Temp 0 - 50ºC
Humidity 0-90% Relative Humidity Non Condensing
Shock 800g/1mS
Vibration 5.0g (22 - 500Hz)

Connectors USB - Front USB 2, supports 1 unit load (100mA)
USB - Rear USB 2, supports 5 unit loads (500mA)
PS2 2 (keyboard and mouse for setup only)
SVGA 1 rear (for setup only)
Ethernet - Normal Mode
Ethernet - Special Mode

1 x RJ45 - combined voice and data traffic via internal switch
2 x RJ45 - independent ports for voice and data traffic

Auxillary Audio Mic in, Headphone out via 3.5mm jack (front)
Aux In, Aux Out via 3.5mm jack (rear)

Regulatory Compliance Radiated and Conducted Emissions 
Safety

FCC Part 15, Sub part B - EN61000-6-1
CSA 60950-1-03; UL 60950-1, IEC 60950

Ordering Information
700-11-01 - 8 Channel Expansion Board Provides 8 channels of interface to 4-wire analogue audio 

sources, and/or Mercury control panels. Each RJ45 
connector provides balanced audio plus RS422 data for 
control panels. Software configurable input and output 
gain control is provided for each channel independently

700-13-02 - DSP Expansion Board Increases the number of simultaneous IP audio channels 
from 8 to 32

700-20-02 - Power Supply Module One supply included for each unit. A second 
redundant hot swappable unit may be added

700-10-00 - Mixer Board Converts one channel of audio expansion board to 
active mix 6 inputs and drive 6 common outputs
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Image shows MIU with Option cards fitted


