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Computer Environment Operating System Microsoft Windows 2000, XP Pro
Host PC Specification Pentium 4 1GHz, 256Mb free memory

Audio Input (Channel 1) Balanced Audio (RJ45). Max level +20dBu
Input level adjustable via software - 9dB to + 12dB, 1.5dB steps

Input (Channel 2) Electret microphone (3.5 mm jack) –46dBu nominal
Limiter at –34dBu input (equivalent to +12dBu output)
Input level adjustable via software - 9dB to + 12dB, 1.5dB steps

Audio Input (Aux 1 - stereo) Stereo line in (3.5 mm jack), 2VRMS max, direct mix to output 
typically used to sum PC audio output with Mercury audio output. 
SW selectable to replace Mic and balanced inputs (trunk mode) 
Input level only adjustable in trunk mode

Main Output 
(Headphone, Channels 1&2)

2-channel line out (3.5mm jack), Max output level 2V RMS per 
channel. Either channels 1 & 2 separately, or mixed in ‘mono’ mode
Output level software adjustable 0dB to –94.5dB, 1.5dB steps

Output (Channel 1) Balanced Audio (RJ45), 0dBU. Max level +20dBu
Output level software adjustable +12dB to –34.5dB, 1.5dB steps

Audio Mixer Full non-blocking mix, any combination of IP and/or analogue 
inputs can be mixed to any/all output(s)
Crosspoint level software adjustable +12dB to –40dB, 1dB steps

Ethernet RJ45, 10/100 Base-T
RS422 RJ45  (panel data), shared with balanced audio connector
GPIO Connector 15 Way D socket
GPIO - Input General Qty 2. Opto-isolated input with shared common external voltage 

External equipment provides ground closure
Input series resistance 680Ω (0.1W)
Current drawn <12mA max when 0V applied to input

75mA Absolute max. using an external series resistor
External common voltage range +5V to +9V
External Common Voltage source +5V fused 0.5A
Input voltage to activate GPI <3V (using the internal +5V common voltage source)

GPIO - Outputs General 2x Floating Darlington isolated outputs with reverse bias protection
Absolute Max. Load Voltage +40V
Absolute Max. Load Current 160mA
Absolute Max. Dissipation. 150mW

USB Interface V1.1 compliant
General Dimensions 138mm (5.43”) x 38mm (1.26”) x 209.1mm (8.23”)

Weight 573g (excl. power adapter)
Operating Temperature 0 to +50 ºC (Storage temperature -20 to +85 ºC)
Operating Humidity Relative humidity 0 to 90% non-condensing
MTBF 80,000 hours
Power Mains powered from adaptor. 90-260V AC
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